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IC-15 Integrated Controller
The IC-15 controller is used to operate a complete
viewing system that typically includes a ROS camera,
pan & tilt, and lights. Three toggle switches are 
provided for the camera functions (zoom, focus and iris). 
A �ve position joystick controls the azimuth and 
elevation angles of the pan & tilt. A control knob
adjusts the GFI protected light output and a panel 
light indicates the intensity of the light.

Pan & Tilt and Rotator Controllers
The standard pan & tilt and rotator controllers include
the PTC-1 and RC-1 for positioners with feedback 
potentiometers and the PTC-2 and RC-2 for positioners
without feedback. The pan & tilt controllers are equipped
a �ve position joystick and the rotator controllers have a
three position joystick. The PTC-1 and RC-1controllers
have additional circuitry to energize the potentiometers
and to process the returning position information for 
display on both digital panel meters and an X-Y analog
bar display.

Camera & Light Controller
The CLC controller is used in conjunction with a ROS
camera and one or two lights. Three toggle switches
are provided for the camera functions (zoom, focus,
iris). A control knob adjusts the GFI protected light 
output and a panel light indicates the intensity of the
light(s).

MCLC Miniature Controller
The MCLC miniature controller is designed for 
providing 12 VDC power to the camera and has a 
control knob for operating a 120 VAC underwater 
lights with adjustable intensity.

Light Controller
The LC-5 dual light controller is used to vary the 
intensity of 120 volt lights. Adjustable illumination is
helpful for video inspection applications, particularly
when backscatter conditions are present. Two 125 VAC
twist lock receptacles can each handle up to 1000
watts of power. Two control knobs adjust the GFI 
protected light outputs and panel lights indicate the
intensity of the lights.

Speci�cations
Power Input: 120 VAC, 50/60 Hz
Power Rating: 1200 Watts
Width: 17.0 in (432 mm)
Depth: 13.0 in (330 mm)
Height: 3.5 in (89 mm)
Weight: 12.2 lbs (5.5 kg)
Connector: MS3102A-20-27S

Speci�cations
Power Input: 120 VAC, 50/60 Hz

Width: 17.0 in (432 mm)
Depth: 14.8 in (375 mm)
Height: 3.5 in (89 mm)
Weight: 12.2 lbs (5.5 kg)
Connector: MS 3102A-18-01S
Digital Display: 4 .5 digit LCD
Analog Display: 10 LED light bars per axis

Speci�cations
Power Input: 120 VAC, 60 Hz
Power Rating: 1200 Watts
Width: 17.0 in (432 mm)
Depth: 13.0 in (330 mm)
Height: 3.5 in (89 mm)
Weight: 1.8 lbs (0.8 kg)
Connector: MS3102-18-1S

Speci�cations
Power Input: 120 VAC, 60 Hz
Power Rating: 500 Watts
Width: 6.7 in (170 mm)
Depth: 5.8 in (147 mm)
Height: 2.9 in (74 mm)
Weight: 1.8 lbs (0.8 kg)
Connector: MS 3102-18-1S

Speci�cations
Power Input: 120 VAC, 60 Hz
Power Rating: 2000 Watts
Width: 17.0 in (432 mm)
Depth: 13.0 in (330 mm)
Height: 3.5 in (89 mm)
Weight: 9.5 lbs (4.3 kg)

Several controller options are available to operate complete systems or individual components.  Controllers are available for use with cameras, lights, pan & tilts and 
rotators.  All necessary functions are controlled with a single unit and a single MS connector is provided on the rear panel for connection of the control cable.  GFI protected 
convenience outlets are available on the rear panel for connection of video monitors or other equipment.  The enclosures for all standard controllers are constructed of 
aluminum with anodized and silkscreen control panels.  Units can be supplied in a 19 inch rack-mountable con�guration.

Power Rating: 1200 Watts
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