
Rugged pan and tilt unit with RS-485 / RS-232
computer control to remotely orient camera
systems, acoustic equipment, antennas, and
other instrumentation.

The PT-10-FB RS-485 pan and tilt provides 10 lb-ft
(13.56 N-m) of output torque on each axis. Heavy-
duty ball bearings supporting the output shaft allow
it to accommodate payloads up to 25 lbs (11.3 kg).
Each axis includes a DC brushless stepper motor
coupled to low backlash gearing. It is designed to
allow stalling of the output shafts without damage
to the gears, the motors, or control electronics.

The RS-485 / RS-232 control enables the pan and
tilts to be highly con�gurable and precision
controllable. By using either the ROS positioner GUI
(graphical user interface) or the ROS communication
protocol for custom software integration you can
control unique features such as: variable rotation
speed, real-time position feedback, variable braking,
programmable software limits, and networkability 
of multiple ROS pan and tilts sharing the same cable.
A total of only four wires (two for power; two for   
communication) are needed to operate the 
RS-485 / RS-232 pan and tilt units.

Using RS-485 control provides several advantages
over RS-232. RS-485 allows communication over
longer lengths of cable (1000 feet) and enables the
ability for networking multiple nodes. A typical
computer has the capability of RS-232 communication
through its serial COM ports. Inexpensive devices are
readily available for converting RS-232 to RS-485,
USB to RS-485, or Ethernet to RS-485. This unit may
also be controlled by an external joystick.

The PT-10-FB RS-485 pan and tilt is available in two
versions: air-�lled or oil-�lled. Oil-�lled units are used
for deep water applications up to 3,000 meters depth.
Air-�lled units are used for shallow water applications
up to 30 meters depth. In addition,  air-�lled units
are suitable for above water applications where rain,
humidity, and dust are issues.
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features and control options

Real-time position feedback, variable rotation 
speed, variable braking, and networkability of 

multiple pan and tilts

10 lb-ft (13.56 N-m) of output torque on each axis
and accomodates payloads up to 25 lbs (11.3 kg)

PT-10-FB RS-485 
COMPUTER CONTROLLED PAN & TILT UNIT

RS-485 / RS-232 computer controlled for advanced
                       features and control options

10 lb-ft (13.56 N-m) of output torque on each axis
 and accomodates payloads up to 25 lbs (11.3 kg)

Real-time position feedback, variable rotation
speed, variable braking, and networkability of
                        multiple pan and tilts



ENVIRONMENTAL
Operating Depth Rating:

)tf 001( m 03:dellif-riA
)tf 000,01( m 000,3:dellif-liO

05+ ot pu:erutarepmeT gnitarepO oC (122oF)
Storage Temper 02-:eruta oC to +60oC (-4oF to 140oF) in air

PT-10-FB RS-485 Computer Controlled Pan & Tilt Unit
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ROS STANDARD PIN-OUT
1 - DC COMMON
2 - +24 VDC
3 - RS-485 A
4 - RS-485 B

 

PERFORMANCE 
Power:     
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8 lb-ft (10.85 N-m) per axis, 15 to 20 degrees/second (2.5 to 3.3 RPM)
R )MPR 3.3 ot 80.0( dnoces/seerged 02 ot 5.0 ,elbairaV):sraeg 1:88( deepS noitato
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    Scan Range w/ stop collar & optional yoke bracket    12 to 348 degrees pan axis, +/- 90 degrees tilt axis
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Control protocol:
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Gear backlash (88:1 gears): 0.6 degrees (36 arc minutes)

PM-4-HBMPL:rotcennoC dradnatS
Housing Mounting: Two 1/4-20 threaded holes in output pan shaft
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Compensator (oil-�lled units only) *( weights with mounting plate & stop collar)Bellofram

MECHANICAL
leetS sselniatS 613 dehsiloportcelE munimulA 6T-1606 dezidonA

:lairetaM gnisuoH

Heigh )ni 03.9( mm 632 )ni 03.9( mm 632:t
Width:
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Oil-�lled with bellofram: 219 mm (8.64 in) 219 mm (8.64 in)
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)ni 59.2( mm 9.47 )ni 59.2( mm 9.47:retemaiD ydoB niaM
)ni 00.1( mm 4.52 )ni 00.1( mm 4.52:retemaiD tfahS tuptuO

Weight in Air:
Air-�lled:

:dellif-liO
Weight in Water:

Air :dellif-
Oil-�lled:

 )sbl 0.8(  gk 6.3
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 )sbl 3.6(  gk 9.2

   )sbl 3.41(  gk 5.6
 )sbl 6.51(  gk 1.7

     )sbl 9.0(1  gk 9.4
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 hard stops

(Air �lled model shown above)
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