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ROS

REMOTE OCEAN SYSTEMS

APPLICATION NOTE
INTERCONNECTING RS-485 CONTROLLED COMPONENTS

1. INTRODUCTION

ROS has introduced versions of our most popular underwater products that are
controlled via RS-485 serial communication. This application note describes our
recommendations to produce the best results when interconnecting products that share
the same power and serial data communication lines.

2. OBJECTIVE

The objective of this application note is to guide the system designer so that he
or she obtains the best results when networking any of the ROS products listed in
section 3. When networking video devices, the system designer must consider their
sensitivity to electrical noise. Products such as the SmartLight can produce small levels
of electrical noise that is exacerbated over long cable lengths.

3. LIST OF ROS UNDERWATER RS-485 PRODUCTS.

To satisfy customer needs, ROS has developed turn-key networkable
underwater products. Each of the products listed below has an integral RS-485
electronic driver. One of the main advantages of RS-485 serial communication is the
ability and ease of networking of several products over a bus line.

RS-485 CE-X-18:1, miniature color zoom camera
RS-485 INSPECTOR, color zoom camera
RS-485 PT-10, pan & tilt

RS-485 PT-25, pan & tilt

RS-485 Atlas high torque pan & tilt

RS-485 SmartLight, high intensity LED lamp

4. RS-485 NETWORK

RS-485 is currently a widely used communication interface for data acquisition
and control applications where multiple nodes intercommunicate. In other words,
multiple RS-485 loads/nodes can be interconnected via a single serial communication
bus line. ROS has adopted RS-485 half duplex, 8-bit data, one stop bit, no parity, no
hardware flow control, and 9.6/19.2/57.6 kbps as standards.
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5. ELECTRICAL NOISE

Electrical noise can be problematic if it causes visual interference in monitors,
video cameras, computers, and other devices. Electrical noise compounds when
several devices share the same conductors for their power source. Electrical noise is
generally caused by motors, switching power supplies, lamps, computers, ignition
systems, alternators, etc.

ROS pan & tilts use motors, and the SmartLight emulates a switching power
supply; therefore, these devices intrinsically create some electrical noise. ROS has
gone to great lengths to design our products with state-of-the-art electrical noise filtering
circuits. Even with these circuits, some residual noise may be generated.

Any video camera that shares power conductors with other devices should be
considered the most susceptible to electrical noise; in this configuration, lines or
patterns that are not associated to the viewed scene may be displayed on the video
monitor.

6. POWER SOURCE

All ROS RS-485 products are designed to be powered with DC voltage only. It is
essential that power delivered to any VDC device be free of electrical noise. Switching
power supplies are among the most common power source devices, due to their size
and efficiency. Unfortunately, these switching power supplies can be the source of
electrical noise and may mislead the system designer or user to inappropriately attribute
the noise to a device attached to the power conductors. It is recommended to ensure
that the ripple noise of the power supply’s specification sheet not be greater than
250mVpk-pk.

The system designer must calculate the maximum power consumption of the
entire network, and that the power supply exceeds such power. For example: if the
entire network draws 50W then it is recommended that the power supply exceeds the
power drop by at least 10% (55W). When the power source exceeds the network power
consumption it guarantees power to each device.

7. CABLES AND WIRES

When selecting a cable for both the system power and RS-485 communication,
the system designer must consider: cable length, wire gauge, power drop, and power
source.

As described in section 6, the power source must exceed the maximum power
required by the network. Also note that cable length effects system voltage drop; the
system designer must compensate for this voltage drop. For example: an RS-485 pan &
tilt can be attached to one end of a 100’ cable, with a 24 VDC power supply on the
other. By specification, the minimum voltage required by the pan & tilt is 20 VDC. If the
wires within the cable are 26AWG, there could be a 5 VDC voltage drop over the
cable’s length. In that case, the pan & tilt would only receive 19 VDC at its connector,
which is less than the minimum voltage required by the device.

1] 21-30019 REVE



8. POWER NETWORK CONNECTIONS

When a video camera is attached to the network, it is crucial that common power
connections are made at the power supply end of the cable (see figure 1). It is highly
recommended to provide a separate pair of power conductors whenever a video
camera is connected to the network. When just pan & tilts are connected to the network,
using two conductors as power bus lines is generally sufficient because those devices
are not as susceptible to electrical noise.

When a video camera is connected to the network and common power
connections are made at the cable breakout (hardware side) instead of the power
supply end, any possible electrical noise caused by the switching circuits within devices
like a SmartLight or a pan & tilt will be displayed on the video signal. Since video circuits
are sensitive to electrical noise, all power and ground conductors must be terminated at
the power supply end. This will ensure that any electrical noise generated by a
SmartLight, pan & tilt, or other device will be routed to source ground.

RS—485—CE—X—18:1 CAMERA
COAX CABLE
CAMERA VIDEO at at
7 @ v
VIDEO AND POWER GROUND: MONITOR
CAMERA POWER
RS—485 (A) —
RS—485 (B)
RS—485 PAN AND TILT POWER SUPPLY
GROUND GROUND
POWER 24VDC POWER
RS—485 (A)
RS—485 (B)
RS—485 SMARTLIGHT
GROUND
POWER CONTROLLER
RS—485 (A) RS—485 (A)
RS—485 (B) RS—485 (B)
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WARRANTY

Remote Ocean Systems, Inc (hereinafter called “ROS”) warrants its products as slated below to
the conditions specified.

ROS warrants its products, when operated under normal conditions, to be free from defects in
material or workmanship for a period of one year from the date of purchase provided that
inspection by ROS discloses that such defects developed under normal and proper use. ROS
products repaired or replaced pursuant to this warranty shall be warranted for the unexpired
portion of the warranty applying to the original product. The liability of ROS under this warranty
shall exist subject to the following conditions:

(a) ROS is properly notified of such defects by Purchaser, and the defective product
is returned to ROS, transportation charges paid by Purchaser.

(b) ROS shall be released from all obligations under its warranty in the event repairs
or modifications are made by persons not authorized by ROS.

(c) Representations and warranties made by any person, including distributors and
representatives of ROS, which are inconsistent or in conflict with the terms of this
warranty, shall not be binding upon ROS unless reduced to writing and approved
by an officer of ROS. ROS shall in no event be liable for other direct, special,
incidental, consequential, indirect or penal charges.

(d) This warranty shall be governed by the laws of the State of California.

In the event the defect is determined to be within the terms of this warranty, then ROS agrees to
repair and/or replace (at ROS’s discretion) the product of defective portion at no charge to the
Purchaser. This warranty does not apply to expendable items or to normal wear and tear and is
conditional upon performance of normal preventative maintenance procedures.

Our commitment to quality and customer service directs us to constantly strive to improve our
products. The materials and specifications presented in our manuals and data sheets are
correct and accurate to the best of our knowledge, and are presented in good faith. However,
the information is not guaranteed and is subject to change without notice.

LIMITATION OF REMEDIES

Purchaser assumes all risk and liability for results obtained in any installation, operation, or use
of the product. Purchaser’s sole remedy for any breach of warranty by vendor shall be limited to
the “express remedies” set forth above. Otherwise, in no event shall vendor, its agents, or
employees be liable to the original purchaser or third party for any consequential or incidental
damages or expenses of any nature arising directly out of or in connection with the use of
vendor products. Even if vendor has been advised of the possibility of such damages or
expenses. In any event, unless otherwise contrary to state law, vendor liability under this limited
warranty shall not exceed the purchase price of the product.
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CUSTOMER ASSISTANCE

ROS, Inc. uses a worldwide network of stocking distributors and representatives who
are familiar with our products and are able to provide assistance during installation
and/or operation of these products.
If you have any questions or problems with this product that are not covered by this
manual or instruction, please contact our agent in your area or contact us directly by
phone or fax or E-mail.

TEL: (001) 858-565-8500

FAX: (001) 858-565-8808

E-mail: support@rosys.com
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INTRODUCTION

This publication describes the ROS model PT-10(FB)-24VDC-RS-485 Pan and Tilt and
R-10(FB)-24VDC-RS-485 Rotator. These positioners utilize brushless stepper motors
and integral electronic stepper motor drivers. The positioners are designed for
operation from a 24 volt dc source. Control functions are achieved through two pin
connections in a standard RS-485 communications configuration.

Both positioners are offered as air filled units, for shallow applications or in air operation,
or as oil-filled pressure compensated units suitable for deep-water applications.

For problems or questions not covered in this manual, please contact the factory or one
of our authorized representatives.

ROS Inc, reserves the right to change or modify designs or specifications as part of its
continuing product improvement program.

NOTE:

Positioner operation is normally under operator control from a remote computerized
control unit. A separate manual (21-30022) is provided that has details on the
interfacing and protocol required for operation.
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GENERAL DESCRIPTION

The model PT-10(FB)-24VDC-RS-485 Pan and Tilt and R-10(FB)-24VDC-RS-485
Rotator are designed to remotely orient underwater, or in-air, TV and photographic
cameras, lights, acoustic equipment, and other instrumentation. It is designed to handle
heavy loads, and provides an output torque of 10 Ibs/ft (14Nm).

The housing, end plates, and all machined internal components of the positioners are
made of 6061-T6 aluminum, which is hard anodized for corrosion protection. The units
are also optionally available with stainless steel or titanium housings for applications in
highly corrosive environments. Other external hardware such as screws and retaining
rings are made of stainless steel.

The drive train for the positioners use reversible brushless stepper motors coupled to
the output shaft through low backlash harmonic gear assemblies. The output gear of
the harmonic reducer is bolted directly to the output shaft. The output shaft is supported
by bronze bearings in the end cap on the standard positioners, and with stainless steel
ball bearings on the Feedback (FB) positioners.

The motor drive technology used in the positioners is that of a unipolar stepper. Motor
rotation on the positioner is controlled by small Printed Circuit Assemblies (PCA)
mounted to the rear endbell of the motor. The circuit board receives the +24VDC
(nominal) input voltage from an external remote Controller and generates the step
sequence necessary to drive the stepper motor.

When operating the positioners, a specific speed is selected from a range of speeds
available for the unit. The speed selected determines the stepping rate of the driver to
the stepper motor. Direction of rotation also depends on the selection made by the
operator of the remote Controller.

A standard feature available with the RS-485 controlled positioners is electrical braking.
In this mode, when the positioner is operated to a fixed non-running position, a DC
current is maintained through a winding of the motor in order to prevent the output drive
shaft from moving due to external mechanical loads.

If the positioner is oil-filled, the pressure housing shall be compensated by use of a
Bellofram. This provides a slight positive internal pressure to minimize shaft seal drag
and potential leakage problems due to hydrostatic pressure. The oil serves to provide
continuous lubrication as well as cooling to the internal components.

Electrical connection is made through an underwater mateable connector (see

specifications). This connector has a right-angle configuration to minimize the swept-
out volume requirements of the positioner.
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SPECIFICATIONS

PERFORMANCE
Power, Operating Mode 24 VDC @ 1.5 Amps maximum
Braking Mode 24 VDC, Adjustable, 220 mA < Brake Current< 1.5 A

At Rest (not braking) <100 mA
Control Protocol

Type RS-485, 2 wire half duplex, 8 bit data, 1 stop bit, no
parity, no hardware flow control,

Flow Control Character Echo

Command Protocol ROS RS-485 Positioners (Document 21-30022)
Supported Baud Rates Factory Set to 9.6 kbps, 19.2 kbps, or 57.6 kbps
Feedback (optional) Absolute position, + 0.5 degrees precision
Scan Range 0-360 degrees pan / tilt / rotator
Rotation Speed Range 0.5 to 20 +0.1 degrees/sec. (0.083 to 3.33 RPM)
Torque 10 Ibs/ft (14 Nm) minimum @ 4 degree/sec
Harmonic Gear Backlash 36 arc minutes (0.6 degrees)
Network-Ability Up to 32 ROS RS-485 nodes sharing the same cable

for power and communication

MECHANICAL
Dimensions and weights see Installation Outline drawings
Housing Material 6061-T6 Aluminum
Housing Finish: Hard Black Anodize
Standard Connector 4 pin connector (2 pins for power, 2 for RS-485)
Positioner Connector Options LPMBH-4-MP / MCBHRA-4M
Mating Connectors LPMIL-4-FS / MCIL-4F
Equipment Mounting Two V4-20 threaded holes on output shaft
Mounts Mounting plate, optional (Recommended)
External Mechanical Limits External stop collar, optional (Recommended)

NOTE: If no yoke bracket is used, be sure to have mechanical stops to prevent the
shaft from rotating past 0 or 360 degrees. Rotating past the factory setting will damage
the potentiometers and disable feedback.

ENVIRONMENTAL

Depth Rating

Air-Filled 30 m (100 ft.)
Qil-Filled 3,000 m (9,842 ft)
Operating Temperature 0°C to +50°C (-4°F to 140°F)
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CONNECTOR WIRING

The standard connector pin functions for the two connector options are shown in Figure
1 and Figure 2. Alternate customer specified connectors and wiring standards are
available, and details of these configurations are normally included in the manual
Addendum.

CONNECTOR PIN CONNECTION-FUNCTION
1 DC Common
2 +24 VDC
3 RS 485 A
4 RS-485 B

NOTE: Convention for rotation directions is with the observer viewing the end of the
output shaft.

Figure 1. LPMBH-4-MP Face View

4600\
29 O/

Figure 2. MCBHRA-4M Face View
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INSTALLATION AND OPERATION

When you receive your RS-485 positioner, carefully unpack it and inspect for any
shipping damage or, if oil-filled, oil leakage. Please contact the factory immediately if
damage is noted.

OPERATIONAL CHECK

After unpacking your positioner, an operational check should be made prior to
installation of the unit. The following procedure is recommended:

1. Place the positioner on a table with the connector up.
2. Make sure controller power is turned off.
3. Apply a small amount of silicone spray lubricant to the mating connector

and carefully attach it to the bulkhead connector.

4. Attach the other end of the cable assembly to the controller or other
control system and operate the unit while observing the output shaft.

5. If any problems are noted, please contact the factory immediately.

INSTALLATION

The RS485 positioners can be operated in any attitude. The unit is installed by
mounting the positioner to a permanent structure. Four 2-20 tapped holes are provided
in the mounting boss for the rotator. The pan and tilt utilizes two 2-20 threaded holes
on the output shafts. Feedback units should be mounted to a MP-1 mounting plate.
The MP-1 mounting plate mounts to the pan output shaft and utilizes four .266”
diameter mounting holes on a 3.5” bolt circle. This allows for mechanical hard stops
that protect the feedback pots should the unit be accidentally forced past its soft stops.
Refer to the Installation Outline drawing for your specific positioner.

EQUIPMENT MOUNTING

Two 7-20 tapped holes in the output shaft are provided for this purpose. A standard
mounting plate as described above is available from ROS, and special mounting clamps
and saddle brackets can be provided if necessary.

The RS485 controlled positioners were designed to handle reasonable payloads
commensurate with the 10 Ibs/ft (14 Nm) torque rating. Equipment size, weight,
distance from the center of axis, undersea current drag, and forces due to equipment
cables are all factors that should be considered when mounting the equipment. Some
general guidelines are as follows:

5 21-30019 REVE



1. Mount equipment as close as possible to the output shaft. This minimizes
bearing drag forces on the axis.

2. Mount the equipment so that the center of gravity is close to the center of
axis to minimize torque requirements. In some cases it is advantageous
to add counterweights to achieve a more balance configuration.

3. When possible, minimize cross sectional area of the equipment that will be
exposed to hydrodynamic drag forces.

INTERCONNECTION

Interconnection is made through the underwater connector. To mate the connector,
TURN POWER OFF, clean both halves of the connector, lubricate the mating connector
lightly with silicone spray, and push together.

The other end of the cable attaches to a controller which provides the required power to
the connector pins as well as control signals using RS-485 protocol. Details on this
protocol are included in a separate manual (21-30022). Contact Customer Service
personnel at ROS Inc., if further assistance is required.
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MAINTENANCE

The RS-485 Controlled positioners were designed to provide a long lifetime of service
with minimal maintenance.

If the positioner is oil-filled, the recommended routine maintenance is limited to checking
the compensating fluid volume. For other maintenance, we recommend the positioner
be returned to the factory. If this is not possible, field maintenance and repair should be
limited to the procedures described in this manual. For unusual situations or if
additional field maintenance is required, please contact the factory for assistance. The
maintenance procedures covered in this manual are End Cap Removal and
Replacement, Seal Replacement, and Motor Removal and Replacement and, if
equipped with oil, Fluid Volume Checking.

FLUID VOLUME CHECK (If equipped with oil)

The compensator fluid volume should be checked periodically to assure that no fluid is
leaking out of the unit due to worn seals, etc. This is done by a simple visual inspection
of the Bellofram end of the housing. A protective cover with holes for water flow covers
the Bellofram. When the fluid volume is normal, the Bellofram will expand outward. Its
position can be checked by visual observation through the holes or by using a blunt
probe (Q-Tip) inserted through the compensator cover. If fluid has leaked out, the
Bellofram will become flat or recessed into the housing, and the unit should be
recharged with fluid.

WORK AREA PREPARATION

Any work done on the internal parts of the positioner requires the unit to be opened. A
clean work area should be prepared to avoid getting dirt or other debris on the seals or
sealing surfaces, or inside the motor or precision harmonic gearing.

If the positioner is oil-filled, there is a high probability of spillage when the unit is

opened. Additional fluid should be available for refilling, and towels should be available
for cleaning.

END CAP REMOVAL
The end cap must be removed for any internal maintenance procedures.

CAUTION: If the unit is oil-filled, it is internally pressurized by the compensator
Bellofram.

1. Remove the two seal screws in the end cap. If the unit is oil-filled, allow
the oil to drain out before continuing.

2. Remove the stainless steel ring, which retains the end cap.
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3. Remove end cap, using a special end cap pulling tool, thread the two 10-
32 bolts into the seal screw holes.

4. Restrain the housing and pull the end cap out of the housing.

For replacement of the end cap, refer to the END CAP REPLACEMENT section of this
manual.

SEAL REPLACEMENT

Whenever the end cap is removed, the O-rings, quad seals, and Seelscrews should be
carefully inspected for damage, and to assure cleanliness. If there is any seal damage,
or if the unit is oil-filled and there is leakage, the O-rings and seals should be replaced.

1. Remove the end cap as described in the END CAP REMOVAL section.

2. Remove the old O-ring and quad seal.
3. Clean O-ring and quad seal surfaces.
4. Apply a small amount of silicone grease or other O-ring lubricant to the

new seals and install them in the groove of the end cap. Refer to the END
CAP REPLACEMENT section of this manual for additional procedures.

If the unit is oil-filled and if the fluid is leaking near the compensator cover, the Bellofram
should be inspected and replaced if damaged.

Carefully inspect the Bellofram for any tears or nicks, particularly in the vicinity of the
sealing edge. Replace if damaged. Clean the sealing surfaces, apply a small amount
of O-ring lubricant to these surfaces and the sealing surfaces of the Bellofram. Replace
the Bellofram and compensator cover. Refill the unit with fluid, de-gas, and close.

MOTOR REMOVAL AND REPLACEMENT

The motors used in the RS-485 controller positioners are brushless stepper motors and
are noted for very long lifetimes without maintenance. Before undertaking motor
replacement, make sure that proper operating voltage is being provided by the
controller and interconnecting cable. In the event that replacement of the motor is
necessary, replacement of the motor as well as the associated control module PCA as
an assembly is recommended.

1. Remove the end cap as previously described in END CAP REMOVAL
and if oil-filled, drain the remaining compensating fluid.

2. Remove the zip ties and disconnect the JST connectors.

3. Remove the retaining ring, which secures the bearing plate.
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4. Mark the output shaft with the housing for re-assembly. Grasp the output
shaft and gently pull assembly from housing.

5. The motor plate, which attaches to the motor and the fixed harmonic gear,
is now visible. Remove the retaining ring in the housing bore, which
secures the motor plate assembly. Be careful not to scratch the inside of
the housing with the ends of the rings, particularly in the vicinity of the O-
ring sealing surfaces. Keep these rings separate from the outer rings,
which retain the end cap. The outer rings are made of stainless steel for
corrosion protection. If one of the retaining rings is “wavy”, note that it
belongs closest to the motor.

The motor assembly is removed, in most cases, by inverting the housing and tapping it
with a non-metallic hammer or other object. If this technique is used, be careful to
protect the gear and motor assembly as it slides out of the housing.

6. When the motor assembly is removed, be careful that the locking pin is
not lost. This normally remains attached to the inside wall of the housing.

If defective, the entire motor assembly including the motor plate and the attached gears
should be returned to ROS for repair or replacement. If return is not possible, the
motor, motor plate, and harmonic gear components must be dis-assembled to replace
the motor.

IMPORTANT: Note the orientation of the flex spline of the harmonic gear assembly
relative to the motor shaft before removing. During re-assembly, it must be mounted in
the same position for proper operation and torque output of the gear mechanism.

7. NOTE: The position of the wave generator with respect to the motor
shaft. Remove the retaining ring, which holds the wave generator to the
motor shaft and remove this portion of the gear mechanism.

8. Remove the three flat head screws, which attach the motor plate to the
motor assembly.

9. Replace the motor assembly.

10.  Mount the new motor using a removable thread retainer and re-attach the
wave generator to the motor shaft.

11. Clean exposed drive surfaces of the harmonic drive components and
apply a liberal coating of high pressure, lithium-bearing grease to all
components.

12. Make sure the keyway pin is in place and slide the motor assembly into
position so that the key fits properly into the slot in the motor plate.
13.  Replace internal retaining rings.
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Replace the end cap as described in the END CAP REPLACEMENT section of this
manual.

END CAP REPLACEMENT

IF AIR-FILLED:

1. Clean exposed drive surfaces of the harmonic drive components and
apply a liberal coating of high pressure, lithium-bearing grease to all
components.

2. Inspect and/or replace the end cap O-ring. Lubricate O-ring with silicone

grease as necessary.

3. Using silicone grease or O-ring lubricant, completely fill the top retaining
ring groove. If this is not done, the sealing O-ring may be damaged when
the end cap is installed.

4. Position the end cap assembly into the housing without pressing it in.
Push the end cap down until the O-ring is at the snap ring groove. Slowly
continue to press the end cap into the housing. DO NOT apply forces to
the end of the shaft. Install the snap ring and new Seelscrews.

IF OIL-FILLED:
STANDARD BELLOFRAM:

With the shaft end up, fill the unit with compensating fluid to approximately one half inch
from the top. Position the end cap assembly into the housing without pressing it in.
Since fluid may be ejected through the seal screw holes, place a towel over the end cap
to reduce the losses. Push the end cap down until the O-ring is at the snap ring grove.
Replace the seal screws. Continue to press the end cap/shaft assembly in the housing
bore and slowly push it into the housing. DO NOT apply large forces to the end of the
shaft. If the harmonic drive does not want to remesh easily, it is helpful to slightly rotate
the output shaft allowing the gear teeth to engage while applying moderate pressure to
the end cap. Install the snap ring, which retains the end cap, and replace the seal
screws located in the end plate.

SPRING-LOADED BELLOFRAM:

When the pan and tilt/rotator is sealed except for the pan axis, insert an appropriately
sized screw with a nut on it into the hole in the compensator cover. Use the screw to
draw the piston back and the nut to retain it thus relieving any pressure on the
compensator. Add compensating fluid (Shell Spindle Oil or equivalent) to the level of
the shaft snap ring groove.
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IMPORTANT: Completely fill the top snap ring groove in the housing with O-ring
lubricant. If this is not done, the O-ring on the end cap could be damaged by the snap
ring groove and the unit will leak.

Position the end cap assembly into the housing without pressing it in. Since fluid may
be ejected through the seal screws holes, place a towel over the end cap to reduce the
losses. Push the end cap down until the O-ring is fully seated into the housing.
Replace the seal screws. DO NOT apply large forces to the end of the shaft. If the
harmonic drive does not want to remesh easily, it is helpful to slightly rotate the output
shaft allowing the gear teeth to engage while applying moderate pressure to the end
cap. Install the snap ring, which retains the end cap, and replace the seal screws.
Remove the screw retaining the compensator piston. The unit will now been under
positive pressure. It is recommended that the unit be observed for several hours to
determine if there are any leaks.
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21-30028
21-30025
21-30027
21-30018

21-13002
21-10040
21-13015
21-10035
21-10039
21-10036
21-10034

21-10007
21-10037
21-10038
21-10033

21-30022

APPENDIX

Installation/Outline, R-10DC-FB, RS-485
R-10FB-24VDC-RS-485-AIR-AL
R-10FB-24VDC-RS-485-0IL-AL
Wiring Diagram, R-10FB-24VDC-RS-485

Installation/Outline, PT-10DC-FB, OIL, AL
Installation/Outline, PT-10DC-FB, OIL, SS
Installation/Outline, PT-10DC-FB, AIR
PT-10FB-24VDC-RS-485-0OIL-AL
PT-10FB-24VDC-RS-485-0OIL-SS
PT-10FB-24VDC-RS-485-AIR-AL

Wiring Diagram, PT-10FB-24VDC-RS-485

Installation/Outline, PT-10DC
PT-10-24VDC-RS-485-0OIL-AL
PT-10-24VDC-RS-485-AIR-AL

Wiring Diagram, PT-10-24VDC-RS-485

Protocol, RS-485 Communication
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$2.95  [25.40] I [49.
[74.93] o o |
IR IRl
1.75 [44.45]
4.40 [111.76] —=
8.84 [224.54]
OIL FILLED ONLY
1 2
3
i oo
'. 2 4
Ne—
4.07
[103.38]
N 3.45 A
h [87.63] 1.000 . B B
O [25.40]

ZERO \.ZSO—ZOUNC X .62 DP 7.00 [177.80]

+ —

Cw \_/ CCW

OUTPUT SHAFT
ROTATION

2 HOLES EQL SP
ON 8.500 [12.70] BC

AEXTERNAL BELLOFRAM ON OIL FILLED UNIT ONLY.

2. AR FILLED WEIGHT IN AIR:

sew | vt OIL FILLED & AIR FILLED
1. OIL FILLED WEIGHT IN AIR: 5.09 Ibs (2.31 kq); WEIGHT IN WATER: 3.09 Ibs (1.4 kq) CHECKED |R Lonaabaughl5/16/05] SIZE | CAGE CODE |DWG Na. REV LTR
QA O.Correa |5/18/05 0 2T637 21 _30028 A
NOTES (UNLESS OTHERWISE SPECIFIED) RELEASED BY g \o1ch SCALE 1/1 |VEIGHT |SHEET T OF 1

4.3 Ibs (1.95 kq);

WEIGHT IN WATER:  3.06 Ibs (1.39 kg)

7.10 [180.34]

©
©

-03]|-02|-01 | ITEM

ART OR
IDENTIFYING NO.

NOMENCLATURE OR

MATERIAL SPECIFICATION

DIMENSIONS ARE IN INCHES

QTY/ASSY | NO. DESCRIPTION
NEXT
ASSEMBLY: (21 —30025/27)
TNLESS OTHERWISE SPECIFIED ®R emotellceanSystems

TOLERANCES

X = +/- 030

XX = +/- 010

XXX = +/- 005
ANGULAR +/- 30’

SURFACE
TEXTURE:

v

INSTALLATION /OUTLINE

R—10-FB—-RS485-24VDC




PROPRIETARY NOTICE

THIS DRAWING, PRINT OR DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN
ARE PROPRIETARY ITEMS TO WHICH ROS, INC. RETAINS THE EXCLUSIVE RIGHT OF
DISSEMINATION, REPRODUCTION MANUFACTURE AND SALE, THIS DRAWING, PRINT OR
DOCUMENT IS SUBMITTED IN CONFIDENCE FOR CONSIDERATION BY THE RECEIPIENT
ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY GRANTED IN
WRITING BY ROS, INC.

2 PL(7

ZERO

+

Cw U CCw

OUTPUT SHAFT
ROTATION

2 PL

1. ASSY TO CONFORM TO ROS PROCEDURES 98-10026 AND 98-10027.

NOTES (UNLESS OTHERWISE SPECIFIED)

2 PL

@) (19
29) (37) 6 PL (1) ReF

2 PL (49 () 6 PL (12)

3 PL O
REF

E@
—
Il

[O)C]

N

/%

SN

N

1

7 4

A
y ol
\\\1' \\\\\\\LCD M
REF @9
2 PL
mF‘s
2 PL

SEE SEPARATE PARTS LIST PL2130025

REV | DESCRIPTION DATE

A INITIAL RELEASE - -

g | DELETED ITEMS 61-68 il |11MAY0S

ADDED ITEMS 69 — 71

C | I™M 11, IS REF WAS: 1 REQD.  gto | 9-13-05
D SEE ECO NO. 930. Sw | 1/16/07
E | SEE ECD ND. 1415 TBB| 15DECO8
F | SEE FC-00330 sw_[050CT09

DIMENSIONS ARE

IN INCHES

Fo3[-02]-01 | 1TEm | PaRT IR NOMENCLATURE OR MATERIAL SPECIFICATION
QTY/ASSY N IDENTIFYING NO. DESCRIPTION
NEXT
END ITEM
ASSEMBLY:
55 ®RemotelcearSystems
UNLESS OTHERWISE SPECIFIED

o [ ROTATOR ASSEMBLY
%%~V | R—10FB—RS485-24VDC—AIR-AL
PREPARED GTA 1-14-05

CHECKED _|R.langaboughlt /20,/05

L) 0.Correa |1/26/05

RELEASED BY

S.Walsh

S1ZE

D

CAGE CODE

2T637

DWG N

21-30025

REV LTR

F

SCALE

1/1 [WEIGHT [SHEET 1 OF 1



CAGE CODE

REV

PARTS LIST| @®RemotecearSystems | o7597 [PL 2130025 F
QUANTITY REQD | ROTATOR ASSY — R—10-FB-RS485-24VDC-AIR-AL  |sit1 oF 3|, 75 o5
—04]—03—02|—071HTEM NO. PART NO. DESCRIPTION REMARKS
21—30025—01 | ROTATOR ASSY — R—10-FB-RS485-24VDC—AIR—AL W/LPMBH—4-MP CONN
1 1 21—-035015-01 HOUSING
1 2 21—5001/-01 MOTOR ASSY — 24VDC — RS485
5
1 4 21—-05050-07 MOTOR PLATE
1 ) 21—-05020-01 | END CAP
1 S 21—-05040-01 | OUTPUT SHAFT
2 / 21—=03140—4 BALL BEARING
1 3 21—-051/0-01 LOCKING PIN
9
1 10 21—-02020—4 HARMONIC GEAR SET 38:
REF| 11 60—-04098—4 CONNECTOR LPMBH—-4-MP
1 12 HEX NUT, 45/—20 BRASS
1 15 21—-05050—-01 BEARING PLATE
] 14 21—-050600—-01 | END PLUG
19
16
] 17 62—20045—4 WAVE WASHER
] 18 21—-05125—-01 DRIVE GEAR, MOD
1 19 21—-05150—4 GEAR
1 20 21—-03100—-01 POT MOUNT

N




CAGE CODE

REV

PARTS LIST| @RemotelceorSystems | 27597 [PL 2130025 F
QUANTITY REQD | ROTATOR ASSY — R—10-FB-RS485-24VDC-AIR-AL  |sr1 2 oF 3|, 25 o5
~04|-03|-02|-01[ITEM NO.]|  PART NO. DESCRIPTION REMARKS
22
23
24
25
26
REF| 27 | 20-02041-01 | RES, VAR, 1K, 10T (POT) — AID
28
29
1 | 30 | 60-24214-4 | QUAD RING SEAL
3]
2 | 32 | 60-20145-4 | O—RING SEAL
2 | 33 | 21-02080—4 | RETAINING RING
2 | 34 | 21-03160-4 | RETAINING RING
2 | 35 | 21-03150—4 | RETAINING RING
2 | 36 | 62-20012-4 | SEAL SCR, #10-32 X .25 LG
6 | 37 FLT HD SCR, M3 X 8
6 | 358 FLT HD SCR, M3 X 10
3| 39 FLT HD SCR, #8-32 X .38
40
4
42
2 | 43 SOC SET SCR, #4—40 X .19 LG
44
2 | 45 |62-20163—4 | SOC HD CAP SCR, #6-32 X .375|LG
A/R| 46 | 60-02041-4 | AQUA LUBE
A/Rl 47 | 80—02040—4 | O—RING LUBE




CAGE CODE

REV

PARTS LIST| @®RemotecearSystems | o7597 [PL 2130025 F
QUANTITY REQD | ROTATOR ASSY — R—10-FB-RS485-24VDC-AIR-AL  |sv1 3 oF 3|, )5 o5
—04|—03|—02|-01|ITEM No.|  PART NO. DESCRIPTION REMARKS
R| 48 VIBRA—TITE ND IND
49
REF| °50 21-30018 WIRING DIAGRAM
1 sl 21-30019 MANUAL
REF| o7 21-30024 TEST PROCEDURE
1 53 21-01021-01 | HARDWARE KIT, R—10
54
1 55 LABEL, ID
1 56 LABEL, 24VDC
1 57 LABEL, LOGO
1 58 PROTECTIVE COVER, CLEAR, ID LABEL
1 59 PROTECTIVE COVER, CLEAR, VOLTAGE LABEL
60
61
62
63
64
65
REF| 66 | 60—00160—4 | CONN, WIRE—TO—WRE
REF| 67 | 60—-00218—4 | CONN, RECEPT, 3CKT
68
1 69 | 21-10032—-03 | CABLE HARNESS ASSY
1 /0 1 21-10032—04 | CABLE HARNESS ASSY
1 /1 21-10032—-05 | CABLE HARNESS ASSY
72
73




—_PROPRIETARY NOTICE

THIS DRAWING, PRINT OR DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN
ARE PROPRIETARY ITEMS TO WHICH ROS, INC, RETAINS THE EXCLUSIVE RIGHT OF
DISSEMINATION, REPRODUCTION MANUFACTURE AND SALE. THIS DRAWING, PRINT OR
DOCUMENT IS SUBMITTED IN CONFIDENCE FOR CONSIDERATION BY THE RECEIPIENT
ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY GRANTED IN
WRITING BY ROS, INC.

)

ZERO

+ —
cw v ccw
OUTPUT SHAFT
ROTATION

2. FILL WITH OIL PER ROS PROC 98-10202.

1. ASSY TO CONFORM TO ROS PROCEDURES 98-10026 AND 98-10027.

NOTES CUNLESS OTHERWISE SPECIFIED>

11)REF
12
17
32
14

24

REV | DESCRIPTION DATE
— | INIMAL RELEASE —  |ozs05
A | DELETED ITEMS 61-68 ) [11MAY0s

ADDED ITEMS 69—71

B | MM 11, IS REF_WAS: 1 REQD.  gta | 8-13-05
c | se Eco No. 1019. sw | 9/28/07
D | se Eco No. 1416 18R | 15DEC0S
E_ | SEE EC-00330 sw_|osocTos|
F_| SEE EC—00949 SW_|11JAN12
G| SEE EC—01000 SW | 26MAR12)

23

45)6 PL

34,

SEE SEPARATE PARTS LIST PL2130027

[-03]-02]-01 | ITEM
ATY/AS: NOL

NEXT
assensLys END ITEM

PART OR NOMENCLATURE OR
IDENTIFYING NO. DESCRIPTION

MATERIAL SPECIFICATION

DIMENSIONS ARE IN INCHE!

XX = +/- 010

UNLESS OTHERWISE SPECIFIED
S

TOLERANCES SURFACE
X = +/- 030 [TEXTURE:

Xxx = +/- 005 |~ 7/
ANGULAR +/- 30"

RemotellcearSystems
Y

PREPARED | RJL

021505

ROTATOR ASSEMBLY
R—10FB-RS485-24VDC-0IL-AL

CHECKED | S.Walsh

aa 0.Correa

RELEASED BY g waish

5/12/05| SIZE | cAGE cone

spsfos| D | 2T637

DWG NO. REV LTR

21-30027 | G

[scae 1/1

[SHEET 1 OF 1




CAGE CODE REV
PARTS LIST| @®RemotellcearSystems | 27597 [PL 2130027 G
QUANTITY REQD |""™" ROTATOR ASSY — R—10-FB-RS485-24VDC—OIL-AL  |sHT 1 of 3| g0 o5
—041—=03]—02|—=071|ITEM NO. PART NO. DESCRIP TION REMARKS
21—3002/—01 | ROTATOR ASSY — R-10-FB-RS485-24VDC-0IL-AL W/LPMBH—4—MP CONN
1 1 21—035015-01 HOUSING
1 2 21—=3001/-05 | MOTOR ASSY — 24VDC — RS485
3
1 4 21—05030-01 | MOTOR PLATE
1 5 21—035020—-01 | END CAP
1 6 21—035040-01 | OQUTPUT SHAFT
2 / 21—=03140—-4 BALL BEARING
1 3 21—031/70-01 LOCKING PIN
9
1 10 21—02020—-4 HARMONIC GEAR SET 338: 1
REF| 11 60—04098—-4 CONNECTOR LPMBH—-4—-MP
1 12 62—0050/—-4 HEX NUT, .45/—20 BRASS
1 13 21—03050-01 BEARING PLATE
1 14 21—=05085—-01 | END CAP, COMPENSATOR
1 15 21—05083—-01 | PISTON, COMPENSATOR
1 16 21—0306/—-01 | COVER, COMPENSATOR
1 17 62—20043—4 WAVE WASHER
1 18 21—03125-01 DRIVE GEAR, MOD
1 19 21—03150—-4 GEAR
1 20 21—03100-01 POT MOUNT




CAGE CODE REV
PARTS LIST| @®RemotellcearSystems | 27597 [PL 2130027 G
QUANTITY REQD |"™" ROTATOR ASSY — R—10-FB—RS485-24VDC—OIL-AL  |sHT 2 of 3 | g0 o5
—041—=03]—02|—=071|ITEM NO. PART NO. DESCRIP TION REMARKS
22
1 25 60—02025—4 SPRING
1 24 21—-08005-01 BELLOFRAM — AID
25
26
REF| 27/ 20—02041—-01 | RES, VAR, 1K, 10T (POT) — AID
28
29
1 350 60—-24214—-4 QUAD RING SEAL
3
2 52 00—-20145—4 O—RING SEAL
2 33 21-02080—-4 RETAINING RING
2 54 21-03160—4 RETAINING RING
2 33 21—03150—-4 RETAINING RING
2 56 62—20012—4 SEAL SCR, #10-52 X .25 LG
o) 57 62—00241—4 FLT HD SCR, M3 X 8
6 | 38 |62-00242—4 | FLT HD SCR, M3 X 10
3 39 62—0015/—4 FLT HD SCR, #38—32 X .58
40
A/R| 4] 60—-02050—-4 SPINDLE OIL 10 SHELL
42
2 45 62—20256—4 SOC SET SCR, #4-—40 X .19 LG
44
3 45 62—20163—4 SOC HD CAP SCR, #6-32 X 375 |LG
A/R| 46 60—-02041—-4 AQUA LUBE
A/Rl 47 | 60—02040—4 | O—RING LUBE




CAGE CODE

REV

PARTS LIST| @®RemotelcearSystems | 27537 |PL 2130027 | G
QUANTITY REQD [ ROTATOR ASSY — R—10-FB-RS485-24VDC-O0IL-AL  [sHT 3 oF 3 |o(egs
—04|—-035]—02|—=01|ITEM NO. PART NO. DESCRIPTION REMARKS
A/R| 48 VIBRA—TITE ND IND
49
REF| 90 | 21-30018 WIRING DIAGRAM
1 ol 21—30019 MANUAL
REF| 92 | 21-30024 TEST PROCEDURE
T 03 21—01021—-01 | HARDWARE KIT, R—=10
54
1 05 LABEL, ID
1 o6 LABEL, 24VDC
1 o7/ LABEL, LOGO
T o8 PROTECTIVE COVER, CLEAR, ID LABEL
T 59 PROTECTIVE COVER, CLEAR, VOLTAGE LABEL
60
o1
62
635
64
65
66
6/
68
T 69 21-10032—-03 | CABLE HARNESS ASSY
1 /70 21-10032—-04 | CABLE HARNESS ASSY
1 /1 21-10032—-05 | CABLE HARNESS ASSY
/2

/5




THS DRAMING PRINT OR DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY TES REV DESCRIPTION DATE APPROVED
TO WHICH ROS, INC. RETAINS THE EXCLUSIVE RIGHT OF DISSEMINATION, REPRODUCTION MANUFACTURE AND SALE
THIS DRAWING PRINT OR DOCUMENT IS SUBMITTED IN CONFIDENCE FOR CONSIDERATION BY THE RECEIPIENT A | INITIAL RELEASE 11/04
ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY GRANTED IN WRITING BY ROS, INC.
UPDATED INPUT WIRING, ADDED D1, CHANGED 11/04 MLC
POT WIPER WIRE COLOR TO FROM GRN TO YELL
C | UPDATED WIRING, FOR CONSISTENCY WITH PT—1@ | g5/p5 cP
UPDATED STEPPER DRIVER PCB (REV C)
D | FIXED MISS—WIRED MOTOR WINDING PAIRS 04/05 CcP
E | UPDATED ROS P/N FOR Q1 (ECR 1042) 04/05 CcP
F__| UPDATED CONNECTOR DES P21 (ECR 1079) 99/05 AEV

—
‘ P4
[3] Nne 5
CONNECTOR CBL ASSY 21-10032-05 4?
P21
DC COMMON % 1 BLK AWG 22 ax 4
POWERIN |——] 2 RED AWG 22 > 3
(+24 vDC) —— [
RS-485A E 3 vio vo 5
RS-4858 -4 BRW BRW 4 |
‘ , P8
g 2
o
E 3
‘ 3 4
o
g | 5]
‘ L

MICRO
N/C CONTROLLED
STEPPER
COM MOTOR
DRIVER
+24V IN
RS—485A
©—-24 VDC CTRL
RS-4858 | javpe
REF (16V)
FDBK
ACOM

SCHEM: 21-06025-C
ASS?Y:  21-06028

CBL ASSY: 21-10032-04

TILT STEPPER MOTOR BDW42
LB23ECK—25, 21-30017 65-03027-4 \
P5 N o
; BLK AWG22 v R1 > ‘
) YEL AWG22 —— | 18 Ohms
65-01058—4 bl ¢f e ‘
5 ORG AWG22 e Lweirsord R2 oLl
RED AWG22 10 Ohms "¢ %
4 | WHT/RED_} 65-01058-4 o = ‘
s WHT (AWG24) B
s BRW AWG 22 ‘
8 P9 Plo ™~ 1K ‘
PZ_ 1 REDAWG 26 1 : 3 RED AWG 26 W R A COW
2 GRN AWG 26 2 I 2 GRN AWG 26
3 BLK AWG 26 3 an 1 ‘
CBL ASSY: 21-10032-03 \—BLK AWG 26 ‘

[oRAWN BY TOATE
AV [11704 RemoteOceanSystems
DESIGNER DATE 5618 Copley Drive TEL (858) 565-8500
AEV 11/04 San Diego, CA 92111  FAX (858) 565-8808
CHECKED BY DATE TITLE
NOTES (UNLESS OTHERWISE INDICATED) e to Cruz } /20704 WIRING DIAGRAM, R10FB, 24VDC
H Y T
R Longabaughl12/1/24]__ROTATOR UNIT WITH RS—485
1. REFER TO DWG 21-10@32 FOR CABLE ASSYS [REleAse0— foate|S/ZE  |NEXT ASSEMBLY DWG NO REV
2. REFER TO POSITIONER TOP ASSY DWG FOR CONNECTOR S.Walsh 12/8/04 21-30018 F
CASE CODE NO FCALE |ru.zume SHEET 1 OF 4
21637 NONE 2130018.sch
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PROPRIETARY NOTICE
3 R DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY RELEASED REVISIONS
CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY ZONE| REV. DESCRIPTION DATE APPROVED
GRANTED IN WRITING BY ROS, INC. A lUPDATED o101
NOTES (UNLESS OTHERWISE SPECIFIED):
B SEE ECO NO. 807. SW 10/20/05
1) WEIGHT IN AIR: 9.6 LBS (4.35 KG). IN WATER:
9.25 LBS (4.20 KG). C |SEEECO NO. 1379 GR 140CT08
2) PRESSURE RATING: 10,000 FT (3000M). D SEE ECO NO. 1428 GR 02DECO08
& INSTALL STOP COLLAR WITH LINE ALIGNED WITH ARROW ON HOUSING, E SEE EC-01179 24AUG12 1A
ALIGN TOP SURFACE OF COLLAR WITH LINE ON HOUSING. 7.061
$2.95 [179.35]
T 7493 ] 7.000
‘ [177.80]
2X 1/4-20 UNC - 2B ¥ 4500\ I
LPMBH-4-MP CONN:- o \
PIN 1: COMMON
PIN 2: 24VDC PWR N
PIN 3: RS-485A
PIN 4: RS-485B
R —
2.00 !
[50.80] ‘
‘ 9.311
[236.50]
8.09
5011 [205.39]
[142.52]
Gl 1) ) @] 144
7, [36.56]
2X SHAFT ¥ 1.00
285 [25.30]
[72.39] :
UNLESS OTHERWISE SPECIFIED THIRD ANGLE PROJECTION ]
DIMENSIONS ARE IN INCHES
TOUERANCES THOE ® ROS
ESéu%Aaiﬁ%Bgs e REMOTE OCEAN SYSTEMS
INTERPRET GiEO‘MHR\C TOLERANCING PER: e lNSTALLATlON/O UTLlN E' PTE] O_FB_
ASME Y14.5M 1994 NAME DATE AR
MATERAL N/A DRAWN |M.Pogue |osjuLi2 | SZE | CAGECODE|  ROSDWG.NO. REV
FINTSH D | 21637 21-13002 E
N/A CHECKED | XXXXXX DDMMMY?
DO NOT SCALE DRAWING QA SCALE: NONE ‘ ‘ SHEET 1 OF 1
12 1 10 9 7 6 ‘ 4 3 ‘ 2 1
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PROPRIETARY NOTICE

3 R DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY
ITEMS TO WHICH ROS, INC. RETAINS THE EXCLUSIVE RIGHT OF DISSEMINATION, REPRODUCTION

5

RELEASED

MANUFACTURE AND SALE. THIS DRAWING, PRINT OR DOCUMENT IS SUBMITTED IN CONFIDENCE FOR
CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY
GRANTED IN WRITING BY ROS, INC.

NOTES (UNLESS OTHERWISE SPECIFIED):
1) WEIGHT IN AIR: 20lb (9.07 kg); IN WATER 15 Ib (6.8 kg)

A INSTALL STOP COLLAR WITH LINE ALIGNED WITH ARROW ON HOUSING, ALIGN TOP SURFACE OF COLLAR WITH LINE ON HOUSING.

LPMBH-4-MP CONN
COMMON

[224.87]
8.85
[180.62]
7.1
—fit—- - A - - — - |
< >
[236.50]
9.31
= }
‘ [36.58]
\ T T+ | 1.44
T o
[25.30]
2X SHAFT @1.0

PIN'T:

PIN 2: 24VDC PWR
PIN 3: RS-485A

PIN 4: RS-485B

REVISIONS

IONE REV.

DESCRIPTION

DATE APPROVED

INITIAL RELEASE

13 0CT 06

SEEEC-01179

23AUGI12 1A

T

[50.80]

2.00

|

[142.52]
5.61

ﬁQX 1/4-20UNC-2B V .

500

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES

THIRD ANGLE PROJECTIOI

ROS

4

2

TOLERANCES SURFACE ‘
X =20 TEXTURE: e g
= x -
XXx = ;1%0%0 125/~ ~ REMOTE OCEAN SYSTEMS
£ :
m/TTERGPLRJé: EEBL{SWC TOLERANCING PER: "5 INSTALLATION/OUTLINE PT-
ASME Y14.5M 1994 ‘| NAME DATE 10FB-24VDC-RS485-OIL-SS
MATERIAL
N/A DRAWN | GTA 75EPOg | SIE | CAGECODE|  ROSDWG.NO. REV
FINISH C | 271637 21-10040 B
N/A CHECKED | RIONGABAUGH| 19 OCT 04
DO NOT SCALE DRAWING | QA SCALE: NONE | BEEIER

1
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PROPRIETARY NOTICE
3 R DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY RELEASED REVISIONS
CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY ZONE| REV. DESCRIPTION DATE APPROVED
GRANTED N WAIING BY £05, C. A |ORIGINALRELEASE  RJL 071502
NOTES (UNLESS OTHERWISE SPECIFIED):
B SEE ECO NO. 808. SW 10/20/05
1) WEIGHT IN AIR: 9.6 LBS (4.35 KG). IN WATER:
9.25 LBS (4.20 KG). C SEE EC-01179 23AUG12 IA

2) PRESSURE RATING: 10,000 FT (3000M).
A INSTALL STOP COLLAR WITH LINE ALIGNED WITH ARROW ON HOUSING,

ALIGN TOP SURFACE OF COLLAR WITH LINE ON HOUSING. 8.853
[224.87]

0295 7am
[74.93] [180.62]

2X 1/4-20 UNC - 2B ¥ .SOOX

LPMBH-4-MP CONN;
PIN 1: COMMON
PIN 2: 24VDC PWR
PIN 3: RS-485A

PIN 4: RS-4858

9.311
8.09 [236.50]
[205.39]

5.611
[142.52]

)
1o

2X SHAFT @ 1.00

2.85 [25.30]

m[72.39]

UNLESS OTHERWISE SPECIFIED THIRD ANGLE PROJECTION

DIMENSIONS ARE IN INCHES R
SURFACE
TS LERA chsogo TEXTURE: @ E‘

XX = 010

méufmi??os" a i REMOTE DCEAN SYSTEMS
INTERPRET GEOMETRIC TOLERANCING PER " INSTALLATION/OUTLINE, PT-10-FB-
ASME Y14.5M 1994 NAME DATE OolL
MATERAL N/A DRAWN |M.Pogue |osjuLi2 | SZE | CAGECODE|  ROSDWG.NO. REV
FINISH D | 21637 21-13015 C
N/A CHECKED | XXXXXX DDMMMY
DO NOTSCALE DRAWING | QA SCALE:NONE | [ steerioF

12 n 10 9 8 7 6 5 ‘ 4 3 ‘ 2 1
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PROPRIETARY NOTICE
3 R DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY RELEASED REVISIONS
CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY IONE REV. DESCRIPTION DATE APPROVED
J | CRANEDINWRTING BY Y05, NC. 21-10035-0 A INITIAL RELEASE 18FEBOS RIL
NOTES (UNLESS OTHERWISE SPECIFIED): 01 PT-10 FB, RS-485, 24VDC, OIL FILLED, B ADDED 0° REF 26MAY05 RJL
| 1) ASSY TO CONFORM TO ROS PROCEDURE 98-10026(LOCKING COMPOUND). LPMBH-3-MP CONN c ITEM 11, IS: REF, WAS: 1 REQD 13SEPO5 GTA
2) ASSY TO CONFORM TO ROS PROCEDURE 98-10025(TORQUING FASTENERS). 02 PT-10 FB, RS-485, 24VDC, OIL FILLED, ol SEEECO# 1224 18JUNCS CR
5507-1508 CONN E SEE EC-00323 28SEPO9 SW
| | 3] ASSYTO CONFORM O ROS PROCEDURE 98-10027 (SEAL LUBRICATION). 03 PT-10 FB, RS-485, 24VDC, OIL FILLED, ; SEE EC.00339 130CT09 VE
4) CABLE HARNESSES NOT SHOWN FOR CLARITY MCBHRA4M CONN G SEE EC-00880 16SEP11 IMB
| /5\ PLACE LABELS APPROXIMATELY AS SHOWN. SEE 98-10217 FOR LABEL INSTRUCTIONS. H SEE EC-00892 30SEP11 IMB
/8\ INSTALL STOP COLLAR WITH LINE ALIGNED WITH ARROW ON HOUSING, ALIGN TOP SURFACE OF COLLAR WITH LINE ON HOUSING. J SEE EC-00949 11JANT2 SW
K SEE EC-01000 26MAR12 SW
H L SEEEC-01179 22AUG12 1A
G
| TILT AXIS
F
E
D
[
0° REF
ROS LOGO LABEL/5\
B
UNLESS OTHERWISE SPECIFIED THIRD ANGLE PROJECTION ]
DIMENSIONS ARE IN INCHES
| TOLERANCES O R ‘ ’:S
Eséuiggéos NAST T REMOTE OCEAN SYSTEMS
INTERPRET G;OMHR\C TOLERANCING PER: e PAN & TILT ASSEMBLY' PT_] o FB_
ASME Y14.5M 1994 “| NAME DATE 24VDC-OIL-RS485-ALUM
A MATERAL N/A DRAWN | JBARNES  [09AUGTT | SZE | CAGECODE ROS DWG. NO. REV
FINTSH D | 21637 21-10035 L
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PROPRIETARY NOTICE
, R DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY
ITEMS TO WHICH ROS, INC. RETAINS THE EXCLUSIVE RIGHT OF DISSEMINATION, REPRODUCTION |
MANUFACTURE AND SALE. THIS DRAWING, PRINT OR DOCUMENT IS SUBMITTED IN CONFIDENCE FOR
CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY
GRANTED IN WRITING BY ROS, INC.

ROS ROS DWG. NO. CAGE CODE REV
21-10035 21637 L

MMLE: b AN & TILT ASSEMBLY, PT-10 FB- SIZE

24VDC-OIL-RS$485-ALUM A

SHEET 4 OF 7

ITE

PART
NUMBER

DESCRIPTION

-01

Q
K

-03

21-03001-01

HOUSING, PT-10-FB ALUMINUM PAN & TILT

21-03030-01

MOTOR PLATE

21-03170-01

PIN, LOCKING - PT/R-10FB

21-03050-01

PLATE, BEARING

21-03040-01

SHAFT, OUTPUT

21-03020-01

END CAP

21-03085-01

END CAP, COMPENSATOR

21-08005-01

BELLOFRAM - AID

21-03067-01

COVER, COMPENSATOR

21-03083-01

PISTON, COMPENSATOR

60-02023-4

SPRING, COMPENSATOR

20-02280-01

ADAPTER PLATE, ALUMINUM, PT-25

60-04090-4

NUT, SLOTTED, .438-20

21-30017-03

MOTOR ASSY 24VDC RS$485 PT/R-10

21-30017-04

MOTOR ASSY 24VDC RS$485 PT/R-10

— ] — | — | — | — | — | — Z
o\mAOOI\)—-O\OOO\'O\U"th_'OZ

21-02020-4

GEAR SET, HMNC 88:1

]
2
2
2
2
2
1
1
1
1
1
1
1
1
1
2

1
2
2
2
2
2
1
1
1
1
1
1
1
1
1
2

5

4 3

ED




PROPRIETARY NOTICE ROS ROS DWG. NO. CAGE CODE REV
THTS DRAWING, PRINT OR DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY 21-10035 21637 L
ITEMS TO WHICH ROS, INC. RETAINS THE EXCLUSIVE RIGHT OF DISSEMINATION, REPRODUCTION Nt FEwoTE OCEAN SYSTERS

MANUFACTURE AND SALE. THIS DRAWING, PRINT OR DOCUMENT IS SUBMITTED IN CONFIDENCE FOR | TITLE:

CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY PAN & TILT ASSEMBLY, PT-10 FB- SIZE

GRANTED IN WRITING BY ROS, INC. 24VDC-OIL-RS485-ALUM A SHEET 5 OF 7

TET pART

M DESCRIPTION -011-021 -03
NO NUMBER

17 |21-03140-4 [BALL BEARING

18 |21-02080-4 [RETAINING RING

19 121-03160-4 [RETAINING RING

20 |21-03150-4 |RETAINING RING

21 |21-03100-01 BRACKET, POT

22 |21-03125-01 |GEAR, FEEDBACK

23 |21-03130-4 |GEAR, POT

24 162-20012-4 SEALSCREW, .10-32 X .25 LG

25 |62-00157-4 |SCREW FHPH 8-32X0.375 IN 316SS

26 |62-00242-4 |SCREW FHPH M3X0.5X10 MM 316SS

27 |62-00241-4 |SCREW FHPH M3X0.5X8 MM 31683

28 |62-20163-4 |SCREW SHCS 6-32X0.375 IN 316SS

29 |62-20179-4 |SCREW FHCS 0.25-20X0.5 IN 31685

30 |62-20236-4 |SET SCREW SHHX 4-40X0.188 IN CUP

31 |21-13006-01 |O-RING KIT

— | =PRI RN~ MM
— | =PRI oINS RN MM
— | =PRI RN MM

32 |60-20218-4 |[ROUND O-RING, BUNA-N

m
O

[ RELEA

5 4 3 2 1



e e v scom maoon () ROYS 50— 237 U
e e T R ™ A s Ay prioRs S
55) | NEQRBTER DESCRIPTION 01/-02/ -03
33 |60-24214-4 |QUAD O-RING, BUNA-N 21 2 2
34 |60-20145-4 |[ROUND O-RING, BUNA-N 3| 3 3
35 121-10032-08 |WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 - - 1
36 |21-10032-02 IWIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 2 2 2
37 |121-10032-03 |WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 2 2 2
38 |21-10032-04 |WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 2| 2 2
39 121-10066-01 |[STOP COLLAR, FULL ROTATION, PT-10FB ] 1 1
40 [70-08146-01 |OUTPUT PLATE, ALUMINUM, PT-10, R-10 PAN & TILT ] 1 1
41 (62-20137-4 |SCREW FHCS 0.25-20X0.625 IN 316SS 2| 2 2
42 162-20139-4 |SCREW BHCS 0.25-20X0.75IN 316SS 31 3 3
43 162-20138-4 |SCREW SHCS 0.25-20X0.75IN 316SS ] ] 1
44 121-01021-01 HARDWARE KIT, PT-10 POSITIONERS ] ] ]
45 160-02050-4 |OIL, SPINDLE, GRADE 10 A/RIA/R|A/R
46 160-02040-4 |SILICONE GREASE SSP-1208 A/RIA/RIA/R
47 60-02064-4 I\C/\gg/l\ﬁglg\g?é\g\é\lg Sc_E)lzZE & LUBRICATING, NEVER-SEEZ, A/RIA/RIA/R

4 3 2

RELEASED

1




PROPRIETARY NOTICE

ROS DWG. NO.

CAGE CO

DE

REV

) R DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY 21637 L

ITEMS TO WHICH ROS, INC. RETAINS THE EXCLUSIVE RIGHT OF DISSEMINATION, REPRODUCTION W 753GTe ocean svsrems

CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DCLOSURE 5 BRESsLY | | PAN. & TILT ASSEMBLY, PT-10 FB- Sie

GRANTED IN WRITING BY ROS, INC. 24VDC-OIL-RS485-ALUM A SHEET7OF7

ITE

PART

NI\(A), NUMBER DESCRIPTION -01(-02]| -03

48 160-02043-4 |VIBRA-TITE THREADLOCKING COMPOUND VC-3 A/R|A/R|A/R

49 121-30042 WORK INSTRUCTION, PT-10 FB REF| REF | REF

50 21-13015 INSTALLATION & OUTLINE, PTT10FB, OIL REF|REF | REF

51 |21-30024 CERTIFICATION, TEST, RS485 REF|REF| REF
PT/R-10 RS485 CONTROLLED UNDERWATER

52 |21-30019 POSITIONERS OPERATING AND MAINTENANCE 1] 1 1
MANUAL

53 |21-10034 DIAGRAM, WIRING, PT10FB, RS485, 24VDC REF| REF | REF

54 198-10217 STANDARD ROS LABEL FORMAT PROCEDURE REF| REF | REF

55 |20-02280-02 |[ADAPTER PLATE, ALUMINUM, PT-25 -1 -

56 |21-10032-07 WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 -1 -

57 |21-10032-01 WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 [ -

RELEASED

|

1




_ PROPRIETARY NOTICE. Rev | DESCRIPTION e |
THIS DRAVING, PRINT. IR JOGUENT AND THE SUBJECT MTTER DISCLOSED HEREIN =

TARY ITEMS TO Wi INC. RETAINS THE EXCLUSIVE RIGHT OF A1 INTIAL RELEASE 10/13/08

DISSEMINATIEIN  FEPRODUCTION MANUFACTURE  AND SALE. THIS DRAWINC, PRINT DR [ B [sEEEC-00524  sw[29SEPog)

UBMITTED IN CONFIDENCE FOR CONSIDERATION BY THE RECEIPIENT €| SEE EC—00949 Sw [110ANT2

ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE 1S EXPRESSLY GRANTED IN 0 T seE Ec—o1000 < [2oMARTZ]

WRITING BY ROS, INC. E | SEE EC-01179 A 123AUGI2|

2 PL(19) 29 2 PL

2 REQD, 2 PL
2 PL(10)

6 REQD, 2 PL(37) 2 REQD, 2 PL

6 REQD, 2 PL(38)

N

7

2\

«

—_—

A
il

E

=SS

N

.\..;\.!1,
i ]

'
'
| !
///””””””””77,”7{'2

/

18) 2 PL
(a2) 2 REQD, 2 PL

L —_ T A
i | 11
RO T e

0° REF

v
eI =)

re
|

. va

way

QA\Y;

:\j—
0

2 PL3O 6)2 PL

7)2 REQD, 2 PL
SEE SEPARATE PARTS LIST PL2110039
|

CEC® —

3 PL j-03|-02]-01 | ITEM PART OR NOMENCLATURE OR MATERIAL SPECIFICATION
QTY/ASSY NO. IDENTIFYING NO. DESCRIPTION
A\ INSTALL STOP COLLAR WITH LINE ON STOP COLLAR ALIGNED WITH ARROW ON HOUSING. [
4. CABLE HARNESSES, ITMS 50—53, NOT SHOWN FOR CLARITY. ULESS ITERVIS: s @RemotelcearSystems
DIMENSIONS ARE IN INCHI
3. OIL FILL PER ROS PROCEDURE 98-10202. TN ?E:?Gﬁé. PAN & TILT ASSEMBLY
B | - PT—-10FB—24VDC—-RS485
2. ASSY TO CONFORM TO ROS PROCEDURES 98-10026 & 98-10027. AR, OIL—316SS
PREPARED GTA 9-6-08
1. SEE WIRING DIAGRAM 21-10034. CHECKED |R| 3/26/07| SIZE | CAGE CODE [DWG NO. REV LTR
GA E.B: —
NOTES C(UNLESS OTHERWISE SPECIFIED> arros [4/12/07 D 2T637 21 10039 E

RELEASED BY

S.Walsh SCALE 1/1 [WEIGHT [SHEET 1 OF 1




CAGE CODE REV
PARTS LIST| @®RemotellcearSystems | 27597 [PL 2110039 3
QUANTITY REQD [""™" PAN & TILT ASSY — PT-10FB-24VDC—RS485-0IL-316SS |sHt 1 of 3| o2% og
—041—=03]—02|—=071|ITEM NO. PART NO. DESCRIP TION REMARKS
21—10039—-01 PAN & TILT ASSY — PT—10FB—24VDC—RS485—0IL-316SS W/LPMBH-4MP
21—-10039—02 | PAN & TILT ASSY — PT-10FB-24VDC—RS485-0Il-316SS W/MCBHRA—4M

1 1 1 21—03002—-02 | HOUSING

1 1 2 21—-30017—03 | MOTOR ASSY, 24VDC—OIL—RS—485|"A”

1 1 3 21—30017—04 |MOTOR ASSY, 24VDC—OIL—RS—485|"B”

2 2 4 21—03050—-01 | MOTOR PLATE

2 2 5 21—03025—02 | END CAP

2 2 6 21—-03041-02 | OUTPUT SHAFT

4 4 7/ 21—03140—-4 BALL BEARING

2 2 3 21—031/70—-01 | LOCKING PIN

1 1 9 20—02285—-01 | ADAPTER PLATE, CONN

2 2 10 21—02020—4 HARMONIC CGEAR SET — 88&8:1

— REF 11 60—04098—4 CONNECTOR LPMBH—4—MP

T 1 12 60—04090—4 HEX NUT, .43/—-20, SLOTTED BRASS

2 2 13 21—03050—-01 | BEARING PLATE

1 1 14 21—03086—02 | END CAP, COMPENSATOR

1 1 15 21—03083—01 | PISTON, COMPENSATOR

1 1 16 21—03068—-02 | COVER, COMPENSATOR

17

2 2 18 21—03125—-01 | DRIVE GEAR — MOD

2 2 19 21—03150—4 GEAR

2 2 20 21—03100—-01 | POT MOUNT




CAGE CODE REV
PARTS LIST| @®RemotellcearSystems | 27597 [PL 2110039 E
QUANTITY REQD [""™° PAN & TILT ASSY — PT-10FB-24VDC—RS485-0IL-316SS |sHT 2 of 3| o2% og
—04|—=03|—02[—01|ITEM NO. PART NO. DESCRIP TION REMARKS
22
1 1 25 60—02025—4 SPRING
1 1 24 21—-08005—-01 BELLOFRAM, MODIFIED
25
26
REF |REF| 27/ 20—02041-01 POTENTIOMETER, AID
1 1 28 LABEL, 24VDC
1 1 29 LABEL, D
2 2 50 00—24214—-4 QUAD RING SEAL
1 1 3 00—20218—4 O—RING SEAL
3 35 52 60—20145—4 O—RING SEAL
4 4 33 21-02080—4 RETAINING RING
3 3 54 21-035160—4 RETAINING RING
4 4 35 21—-03150—4 RETAINING RING
4 4 56 62—20012—4 SEAL SCR, #10-32 X .25 LG
12 112 5/ 62—00241—-4 FLT HD SCR, M3 X 8 SST
12112 58 62—00242—4 FLT HD SCR, M3 X 10 SST
6 6 39 62—0015/—4 FLT HD SCR, #38—32 X .38 SST
4 4 40 02—201/9—4 FLT HD SCR, .250-20 X .50 SST
41
4 4 42 62—00099—-4 SOC SET SCR, #4—-40 X 12 LG SST
4.5
44
10 | 10 | 45 |62-20163—4 | SOC HD CAP SCR, #6-32 X .375 LG | SST
46

47




PARTS LIST

CAGE CODE

@®RemotelcearSystems o137 |PL 21

10039

REV

E

QUANTITY REQD

TITLE

PAN & TILT ASSY — PT-10FB-24VDC-RS485-0IL-3165S

DATE

SHT & OF 4 9—6—06

—04|—03|—-02|—0T|ITEM NO. PART NO. DESCRIPTION REMARKS
48
1 — 49 21—-10032—-08 | HARNESS, WIRING, CONN, MCBHRA4M
- 1 o0 21-10032—-01 | CBL ASSY, PT-10, 24VDC, RS—484
2 2 o 21-10032—-02 | CBL ASSY, PT-10, 24VDC, RS—484
2 2 o2 21—10052—-03 | CBL ASSY, PT-10, 24VDC, RS—487
2 2 oK) 21-10052—-04 | CBL ASSY, PT-10, 24VDC, RS—487
o4
A/RIA/R| 5O 00—02050—4 | SPINDLE OIL 10
A/RIA/R| 56 00—-02041-4 | AQUA LUBE
A/RIA/R| D7 60—-02040—-4 | O—RING LUBE
58
REF|REF| 99 21—-10054 WIRING DIAGRAM
1 T 60 21—30019 MANUAL
REF |REF| ©1 21—-30024 TEST PROCEDURE
REFIREF | 62 21—10040 INSTALLATION /OUTLINE
65
1 1 64 21—-01021-01 | HARDWARE KIT, PT—10
1 1 65 /0-08181-01 | STOP COLLAR, PT—-10FB
T T 66 /0—08156—01 | MOUNTING PLATE
2 2 67/ 62—2013/7/—4 | FLAT HD SCR, .250-20UNC X .625 LG SST
4 -+ 63 62—-20138—4 | SOC HD CAP SCR, .250-20UNC X .75 LG SST
S S 69 62—20139—4 | BIN HD SOC CAP SCR, .250-20UNC X .75 LG SST
/70
1 1 /1 LABEL, LOGO
1 1 /2 PROTECTIVE COVER, CLEAR, ID LABEL
1 1 /3 PROTECTIVE COVER, CLEAR, VOLTAGE LABEL
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PROPRIETARY NOTICE
THIS DRAWING, PRINTOR DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY RELEASED REVISIONS
CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY ZONE| REV. DESCRIPTION DATE APPROVED
J | -CRANTED N WRITNG BY ROS, INC. A INITIAL RELEASE 18FEBOS RIL
NOTES (UNLESS OTHERWISE SPECIFIED): B ADDED 0° REF AND [TM 12, 1S: REF 13SEPOS GTA
WAS: 1 REQ'D
1) ASSY TO CONFORM TO ROS PROCEDURE 98-10026(LOCKING COMPOUND).
q C CORRECTED OUTPUT SHAFT VIEW 22JUNO6 RJL r
2) ASSY TO CONFORM TO ROS PROCEDURE 98-10025(TORQUING FASTENERS).
) ( Q ) D SEE EC-00141 06MAY09 TBB
3) ASSY TO CONFORM TO ROS PROCEDURE 98-10027 (SEAL LUBRICATION). E SEE EC-00218 10JUNO9 VE
|
4) CABLE HARNESSES NOT SHOWN FOR CLARITY. F SEE EC-00339 130CT09 VE
i A PLACE LABELS APPROXIMATELY WHERE SHOWN. SEE 98-10217 FOR LABEL INSTRUCTIONS. < SEE EC-00880 16SEPT] IMB L
H SEE EC-00892 30SEP11 JMB
/6\. INSTALL STOP COLLAR WITH LINE ALIGNED WITH ARROW ON HOUSING, ALIGN TOP SURFACE OF COLLAR WITH LINE ON HOUSING. ] SEE EC-00949 T1JANT2 SW
H K SEE EC-01000 26MAR12 SW
L SEE EC-01179 24AUG12 1A
G TILT AXIS
F
VOLTAGE LABELA
ROS ID LABELA
E
D
Cc
ROS LOGO LABELA |
B PAN AXIS |
UNLESS OTHERWISE SPECIFIED THIRD ANGLE PROJECTION
DIMENSIONS ARE IN INCHES
| TOLERANCES TEXTORE: R ‘ ’S
Eséuiggéos NAST T REMOTE OCEAN SYSTEMS
INTERPRET G;OMHR\C TOLERANCING PER: e PAN & TlLT ASSEMBLY' PT_] OFB_
ASME Y14.5M 1994 “| NAME DATE 24VDC-AIR-RS485-ALUM
A MATERAL N/A DRAWN | RIL 21DECo4 | SZE | CAGE CODE ROS DWG. NO. REV
FINISFT D | 21637 21-10036 L
N/A CHECKED | C.P. 22FEBOS
DO NOT SCALE DRAWING QA O.CORREA | 25MARO5 | SCALE: 1:1 ‘ SHEET 1 OF 5
12 1 10 9 8 7 6 5 ‘ 4 3 ‘ 2 1
& [t [Riera] S [file]

& [ctartel [tirmw] & [fie]
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PROPRIETARY NOTICE

ROS DWG. NO.
R DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY ROS 21-10036

ITEMS TO WHICH ROS, INC. RETAINS THE EXCLUSIVE RIGHT OF DISSEMINATION, REPRODUCTION S TEiiGre ocean sverems

MANUFACTURE AND SALE. THIS DRAWING, PRINT OR DOCUMENT IS SUBMITTED IN CONFIDENCE FOR
CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY

GRANTED IN WRITING BY ROS, INC.

TMLE: P AN & TILT ASSEMBLY, PT-10FB-
24VDC-AIR-RS485-ALUM

CAGE CODE REV
21637 L

SIZE
A

SHEET3 OF 5

ITEM
NO.

PART
NUMBER

DESCRIPTION

o
I
&)
N

21-03001-01

HOUSING, PT-10-FB ALUMINUM PAN & TILT

21-03030-01

MOTOR PLATE

21-03170-01

PIN, LOCKING - PT/R-10FB

21-03050-01

PLATE, BEARING

21-03040-01

SHAFT, OUTPUT

21-03020-01

END CAP

20-02280-01

ADAPTER PLATE, ALUMINUM, PT-25

21-03060-01

PLUG, END

60-04090-4

NUT, SLOTTED, .438-20

21-30017-01

MOTOR ASSY 24VDC RS485 PT/R-10

21-30017-02

MOTOR ASSY 24VDC RS485 PT/R-10

21-02020-4

GEAR SET, HMNC 88:1

21-03140-4

BALL BEARING

21-02080-4

RETAINING RING

21-03160-4

RETAINING RING

WIAIBEAIN === INIDNINDINNIN—

ol ElSISIZ|IS|e|lo|N|jos|o|~|jw N —

21-03150-4

RETAINING RING

AR IOWOIAMAIAINI—|—= (== [INININDNINDIND|—

N

RELEASED |

1



PROPRIETARY NOTICE

ROS

ROS DWG. NO.

CAGE CODE REV

AR e e magrmon. () SR020 21-100%¢ | 2657 | L
T IR, ™ v sy e
D e DESCRIPTION 01 | -02
17 [21-03100-01 [BRACKET, POT 2 | 2
18 [21-03125-01 |GEAR, FEEDBACK 2 | 2
19 [21-03130-4 |GEAR, POT 2 | 2
20 |62-20012-4 |SEALSCREW, .10-32 X .25 LG 4| 4
21 [62-00157-4 |SCREW FHPH 8-32X0.375 IN 316SS 6 | 6
22 162-00242-4 [SCREW FHPH M3X0.5X10 MM 31655 12 | 12
23 162-00241-4 |SCREW FHPH M3X0.5X8 MM 316SS 12 | 12
24 162-20179-4 |SCREW FHCS 0.25-20X0.5 IN 3165S 4 | 4
25 162-20236-4 |SET SCREW SHHX 4-40X0.188 IN CUP 4 | 4
26 162-20163-4 |SCREW SHCS 6-32X0.375 IN 316SS 4| 4
27 160-20218-4 [ROUND O-RING, BUNA-N 1]

28 |60-24214-4 |QUAD O-RING, BUNA-N 2 | 2
29 160-20145-4 [ROUND O-RING, BUNA-N 3|3
30 [21-10032-08 |WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 -

31 [21-10032-02 |WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 2 | 2
32 [21-10032-03 |WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485 2 | 2

5

4 3 2

RELEASED

1



PROPRIETARY NOTICE

ITEMS TO WHICH ROS, INC. RETAINS THE EXCLUSIVE RIGHT OF DISSEMINATION, REPRODUCTION S TEiiGre ocean sverems

MANUFACTURE AND SALE. THIS DRAWING, PRINT OR DOCUMENT IS SUBMITTED IN CONFIDENCE FOR
CONSIDERATION BY THE RECEIPIENT ALONE UNLESS PERMISSION FOR FURTHER DISCLOSURE IS EXPRESSLY

GRANTED IN WRITING BY ROS, INC.

TME P AN & TILT ASSEMBLY, PT-10FB- SIZE

24VDC-AIR-RS$485-ALUM A

ROS DWG. NO. CAGE CODE
R DOCUMENT AND THE SUBJECT MATTER DISCLOSED HEREIN ARE PROPRIETARY ROS 21-10036 21637

REV
L

SHEET 5 OF 5

ITEM
NO.

PART
NUMBER

DESCRIPTION

01

-02

33

21-10032-04

WIRE HARNESS ASSY, PT-10/R-10 24VDC RS-485

34

21-10066-01

STOP COLLAR, FULL ROTATION, PT-10FB

35

/0-08146-01

OUTPUT PLATE, ALUMINUM, PT-10, R-10 PAN & TILT

36

62-20137-4

SCREW FHCS 0.25-20X0.625 IN 31683
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21—10038—-01 |PAN & TILT ASSY — PT-10-24VDC-AIR—AL-RS485

1 1 21—00010—-01 HOUSING

1 7 21—00080—-01 PLUG, REAR
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2 5 21—00100-01 MOTOR PLATE
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1 36 21—-30019 MANUAL
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42
REF | 43 21—-30024 TEST PROCEDURE
44
45
46
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